
SXGA  LED Light Source
DLP Projection Display Unit

Models DS-D1050EH DS-D1060EH DS-D1067EH DS-D1080EH

Display Technology Superior 0.95" 1-chip DLP, LVDS DMD Chip, 12° Deflection Angle

Physical Resolution SXGA+(1400×1050)

Dimension 50 60 67 80

Width(mm) 1016 1219 1361 1600

Height（mm） 762 914 1021 1200

Depth （mm） 695 761 838 966

Output Brightness 1200 ANSI(Typical)

Contrast 2500:1

Evenness > 93%

Lamp Bulb 3*6 LED

Color Temperature 3200k, 6500k, 9300k

Average Lifespan 80000-100000 Hours

Scanning Frequency
Horizontal: 15kHz-120kHz

Vertical: 24Hz-120Hz

Input Interface

Analog RGB1 D-Sub 15p

Analog RGB2 5BNC

Digital RGB1 DVI-I

Digital RGB2 HDMI

ETHERNET RJ45

RS232C D-Sub 9p

RS422 RJ45

Output Interface
Digital RGB DVI-D

RS422 RJ45

Control RS232C, RS422 and IR Remote

Color 16.7M; 24-bit True Color

Power Supply AC 100V--240V@50/60Hz

Power Consumption 283W(Bright Mode),240W(Normal Mode),132W(Power Save Mode)

Weight 80Kg 100kg 120kg 160kg

Working Temperature -5 °C~40 °C (Recommended Temperature22 °C±5 °C)

Working Humidity 10%-85% (Non-condensing)


