DS-9056-TI
HD1080P IR Turret Camera
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Key Features

* 2 Megapixel high-performance CMOS

* Analog HD output, up to 1080P resolution
* True Day/Night, Smart IR

* Up to 20m IR distance

* |P66 weatherproof
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Specifications

2MP CMOS Image Sensor

PAL/NTSC

1920(H)*1080(V)

0.01 Lux @ (F1.2,AGC ON),0 Lux with IR
1/25(1/30)s to 1/50,000s

2.8mm, 3.6mm, 6mm optional

Angle of View: 103°(2.8mm), 82.2°(3.6mm), 54°(6mm)
M12

ICR

Pan: 0 - 360°, Tilt: 0 - 75°, Rotation: 0 - 360°
Internal synchronization
1080p@25fps/1080p@30fps

1 Analog HD output

>62dB

-40 °C—60 °C (-40 °F — 140 °F), Humidity 90% or less (non-condensing)
12 VDC£15%

Max. 4W

IP66

Up to 20m

®89.5 x 69.8 mm(®3.52” x 2.75”)

280 g
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DS-12727)-110-TRS DS-12752) DS-12762) DS-1H18
Wall Mounting Vertical Pole Mounting Corner Mounting Video Balun
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X417 DS-1280ZJ-XS
Camera Tester Junction box
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