CARA RESET CLOUD MENGGUNAKAN SADP TOOLS

1. Buka SADP Tools

i1 I Modify Network Parameters
Total nuraber of online devices: 1 7 m Refresh Q fy
 Enable DHCP
o | ID | Device Type | Status | 1Pva Address | Port | Enhanced SD... | Software Vers..| IPv4 Gateway nesie
< Enable Hik-Connect
001 DS-7716NI-K4 Active 192.1687.152 800D 8443 v4.1.70build .. 192.1687.1
I 002 DS-7104NI-K1/W/M  Active 192.1682.69 800D N/A V3.4.90build .. 192.168.2.1 I Device Serial No: | DS-7104NI1-K1/W/M0420190531C
002 DS-7616NI-E2 Active 192.1687.3 8000 N/A V2.4.103buil..  192.168.7.1 P Address: 192.168.2.69
Ports
004 DS-2CD2085FWD- Active 192.1687.8 8000 N/A V5.45build 1. 192.1687.1 i
Subnet Mask: 255 255255
005 DS-2142-T) Active 192.1687.20 8000 N/A V5.4.3build 1. 192.1687.1 299:295.2950
Gateway: 192.168.2.1
006 DS-2DE2A204IW-DE3  Active 192.1687.206 8000 844 V5.6.0build 1. 192.168.7.1
Pv6 Address: {o80:0aBbiafffedcBeZe
007 V§-1730-ICD Active 192.1687.14 8000 N/A V5.4.5build 1. 192.168.7.1
Pv6 Gateway: =
008 DS-2CD2120F- Active 192.1687.17 8000 N/A V5.4.5build 1. 192.1687.1
Pv6 Prefix Length: g4
009 DS-2CD2132F- Active 192.1687.10 8000 N/A V5.4.5build 1. 192.168.7.1
HTTP Port: | gp
010 DS-2€D1121- Active 192.1687.19 8000 N/A V5.481build .. 172.16.0.1
011 DS-2CD2432F-IW Active 192.1687.12 8000 N/A V5.4.5build 1. 192.168.7.1
012 DS-2CD2120F- Active 192.1687.18 8000 N/A V5.4.5build 1.  192.168.7.1
013 DS-2CD2120F- Active 192.1687.21 8000 N/A V5.4.3build 1. 192.168.7.1 )
Admin Password:
014 DS-2CV1021GO-IDW1  Active 192168272 8000 N/A V5.5.72build .. 192.168.2.
015 VS-1530-1CD Active 192.1687.16 8000 N/A V5.4.5build 1. 192.168.7.1
) Modi
oo sacoation) | i ssiama mw PR
Ferrrr T . Forgot Password
4 »

Pilih NVR / DVR yang mau di reset, lalu klik “Unbind”

NB : Pastikan sudah menggunakan SADPTool v3.0.2.4, dan NVR / DVR terkoneksi 1 jaringan
dengan PC / Laptop
Jika belum menggunakan SADP Tools versi terbaru bisa download di :
https://www.hikvision.com/content/dam/hikvision/en/support/download/tools/sadp/for-
windows/v3-0-2-4/firmware/SADPTo0l%20v3.0.2.4.rar




2. Masukan username dan password NVR/DVR

Unbind Hik-Connect Account

Current Region: Other Make sure the selected region is Other If not, switch
the region on Settings page.

User Mame: | admin

p‘EISSWCII’dI Ll L L L]l

Verification Code: Q4C|_| mEL‘_ Refresh

Jika sudah klik unbind, masukkan username dan password NVR/DVR setelah itu masukan juga
verification code yang ada di sebelah kanan kemudan klik confirm

3. Selesai

Unbind Hik-Connect Account

Current Region: Other Make sure the selected region is Other If not, switch
the region on Settings page.

User

Unbind succeeded.

Verification Code: | AY49
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